STEEL COMPRESSION MEMBER SELECTION TABLES
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Table 4-9 (continued)
Available Strength in

F, = 36 ksi . - -
Axial Compression, kips
Double Angles—LLBB v
2L5LLBB
Sh 2L5x 3x
ape @
P 2 16 3/g¢ 5/16° 14 - 4
Ib/ft 25.6 22.6 19.6 16.4 13.2 S §
D . PIIIQG (Pan Pn/Qc (Pan Pn/Qc ¢an Pn/Qc ¢0PI1 PI1IQD ¢an E
€SN "aAsp | LRFD | ASD | LRFD | ASD | LRFD | ASD | LRFD | ASD | LRFD
0| 162 243 143 214 122 183 956 | 144 70.2 | 106
2 | 160 240 141 212 120 181 94.7 | 142 69.6 | 105
4 | 154 231 136 204 117 176 921 138 67.7 | 102
6 | 145 218 128 193 111 167 87.8 | 132 64.7 97.2
8 | 133 200 118 177 102 153 822 | 124 60.7 91.2
10 | 119 179 106 159 91.7 | 138 754 | 113 55.9 84.0
2 é’ 12 | 104 157 92.7 | 139 80.5 | 121 67.9 | 102 50.5 75.9
.: x| 14 89.2 | 134 79.3 | 119 69.0 | 104 58.6 88.0 447 67.2 b
-3 | 16 743 | 112 66.2 99.5 57.8 86.8 491 73.9 38.9 58.4
% 18 60.3 90.7 53.9 81.0 47.2 70.9 40.3 60.5 32.8 49.3
-§ 20 48.9 73.4 43.7 65.6 38.2 57.4 32.6 49.0 26.6 39.9
"g 22 40.4 60.7 36.1 54.2 31.6 47.5 26.9 40.5 22.0 33.0
§ 24 33.9 51.0 30.3 45.6 26.5 39.9 22.6 34.0 18.5 27.7
£
2
% 0| 162 243 143 214 122 183 95.6 | 144 702 | 106
-
s 2| 145 218 125 187 103 155 778 | 117 51.7 77.7
§ 4 | 140 211 121 181 99.9 | 150 76.0 | 114 50.6 76.0
° 6 | 129 194 111 167 92.8 | 140 72.0 | 108 48.2 72.5
% 8 | 109 165 94.7 | 142 794 | 119 63.4 95.2 43.4 65.3
22|10 90.2 | 136 78.0 | 117 65.4 98.3 52.4 78.8 375 56.3
W<
; 12 71.1 | 107 61.3 92.1 51.3 771 41.2 61.9 30.1 45.2 2
14 53.8 80.8 46.3 69.6 38.8 58.4 | 314 47.2 23.4 35.1
16 41.5 62.4 35.9 53.9 30.2 45.4 24.6 36.9 18.5 27.8
18 33.0 49.6 28.5 42.9 241 36.2 19.7 29.6 15.0 22.5
20 26.8 40.3 23.2 34.9 19.6 29.5 16.1 24.2
Properties of 2 angles—3/g in. back to back
Ag, in.2 7.50 6.62 5.72 4.82 3.88
Iy, iN. 1.58 1.59 1.60 1.61 1.62
Iy, in. 1.24 1.23 1.22 1.21 1.19
Properties of single angle
Iz, in. 0.642 0.644 0.646 0.649 0.652
ASD LRFD 2 For Y-Y axis, welded or pretensioned bolted intermediate connectors with Class A or B faying surfaces
must be used.
Q.—167 ~0.90 ® For required number of intermediate connectors, see the discussion of Table 4-8.
c= I 0c=0. ¢ Shape is slender for compression with 7, = 36 ksi; tabulated values have been adjusted accordingly.
Note: Heavy line indicates L./r equal to or greater than 200.
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